
Housing and ends are die-formed from heavy gauge cold rolled steel.  Finish is high reflectance baked white enamel with a P3 - Post Powder Paint black 
reveal.  Wiring access plate and knockouts are provided on back of housing to accept flexible greenfield.  Knockouts are provided on ends for continuous 
wiring.  Prismatic lens is held within a hinged steel frame door.  The heavy gauge door frame hinges downward on either side and is locked in the closed 
position by two positive cam latches. Ballast cover snaps into place eliminating the need for tools when accessing the ballast. Listed by and bears UL 
label.

Premium full function air handling troffer designed for supply return or heat removal. 
Ideal for commercial and industrial buildings requiring general illumination with 
recessed air handling configurations.

RGA
Recessed Grid Airhandler

APPLICATIONS

tt        Technology - Post Powder Paint - black reveal
tt Shallow design
tt Hinged flushed steel door retains lens for easy re-lamping
tt Hinged on either side
tt Hinges are die-formed
tt Positive locking cam action latches
tt Attractive floating door appearance created by surrounding black reveal
tt Air functions - air supply or heat removal
tt Equipped with Integral Earthquake Clips
tt Access plate on back for quick wiring
tt Compatible with most air diffuser component manufacturers
tt Light sealed on all four sides to prevent light leakage
tt Pre-lamp available
tt Every fixture individually tested
tt UL listed for damp location

FEATURES & BENEFITS

SPECIFICATIONS

ORDERING DATA EXAMPLE:  RGA 24 2 4 32 ELO DT B1 S.75

LouversLamp  SizeSeries

RGA

RGA

Size
14      1x4
22      2x2 
24      2x4

17 T8       24”
32 T8       38”
54 T5HO  46” 
U32X U-bent T8 
                (2x2 only) 
U32Y 1-5/8” U-bent 
                 T8(2x2 only)

Blank    .5x.5 White 
                eggcrate
S.5          .5x.5 Silver 
                 parabolic 
S.75       .75x.75 Silver 
                parabolic 
S1.5       1.5x1.5 Silver
               parabolic
A78        Aluminum 
              Silver78 cell  
              parabolic 
               louver

B1          Battery backup 1 lamp
B2          Battery backup 2 lamps
+  2 Ballasts
G  Gasketing 
GR  Greenfield 3 wire 
GR1  Greenfield 4 wire 
L1  Lamp included 
              (T5/T8=4000K) 
L2  Lamp included
              (T5/T8-3500K) 
RIF  Radio Interference filter 
.125A .125 Thick Prismatic lens
.156A    .156 Thick prismatic lens

Ballast Type
EL5HO Electronic T5HO
ELO Electronic T8
D Dimming 
              Add suffix  
              (i.e. EL5HOD)

Options

Lens Type
A Dropdish 
1 Prismatic 
2  Louver

# of Lamps
2 2 Lamp 
3 3 Lamp 
4 4 Lamp

Voltage
Blank 120 Volt 
277     277 Volt 
DT      Multivolt
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TOP VIEWS

2’ X 4’ - 2/4 Lamp

2’ X 2’ - 2/4 Lamp

2’ X 2’ / 2’ X 4’ - 4 Lamp

1’ X4’ - 2 Lamp - Air Supply

RGA
Processed Grid Air Handler

DIMENSIONS

SIDE VIEW

END VIEWS

MODEL
CONFIGURATION

A B C

1’ X 4’ 11 3/4” 47 3/4” 48”
2’ X 2’ 23 3/4” 23 3/4” 24”
2’ X 4’ 23 3/4” 47 3/4” 48”

REV 01/10/2018

800-444-WATT www.mobern.com CAT#

JOB NAME TYPE

© 2008-18 Mobern Lighting Company

Dimensions and specifications subject to change without notice.

8200 Stayton Dr., Ste. 500,  Jessup, MD 20794


