
Housing is die-formed from heavy gauge cold rolled steel.  One piece folded construction.  Finish is high reflectance baked white enamel.  Extruded white 
acrylic diffuser provides soft illumination. Diffuser snaps into housing for easy installation and re-lamping.  Flattened knockouts are provided on ends for 
flexible conduit attachment.  Key holes are provided for easy mounting.  Flush mounting surface contains no offsets or exposed fastener heads.  Listed by 
and bears UL label.

Ultra slim contemporary under cabinet luminaire.  For use in indoor applications 
such as kitchens, office areas, displays, bathrooms and utility areas.

*Call for additional options

SERIES 77 
Mini Uncercabinet

APPLICATIONS

tt Uses T5 miniature bi-pin
tt Smooth white opal acrylic diffuser
tt Snap-in lines for easy maintenance
tt Rocker switch and strain relief are included, but not installed
tt No exposed fasteners
tt Pre-lamped, 4100K cool white
tt Every fixture individually tested
tt UL listed for damp location

FEATURES & BENEFITS

SPECIFICATIONS

ORDERING DATA EXAMPLE:  77 108 3 EL CP3 

Options# of Lamps and Sizes Width Ballast TypeSeries

77

77 108      1 Lamp   8w            12”
113      1 Lamp  13w           21”
208      2 Lamp   8w            24” 
813     2 Lamp 8w/13w       33”
213     2 Lamp 13w             42”

Blank 5”
3 3”

CP3   8 ft. white 3 prong 
          cord

Blank 120 VoltEL Electronic T5

Voltage

A

MODEL  
CONFIGURATION

A (in.)

108 12 1/4”
113 21 1/4”
208 24 1/2”
813 33 1/2”
213 42 1/2”
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