
tt Acrylic shade in white 
tt Provided with adequate knockouts for wall or ceiling installation  
tt Lamps not included
tt UL, Energy Star Listed

Stylish ceiling luminaire in either satin nickel or bronze is available in 
multiple sizes to meet a variety of applications. Matching wall, bath and 
linear versions make this series ideal for multi-family or hospitality
applications.

Back plate provided with adequate knockouts and mounting holes for either wall or ceiling installation.  All metal parts are die-formed from heavy gauge 
cold roll steel. Standard ballast are 120V and 60Hz. Consult for other options.

DECCD
Close -To-Ceiling Spill Ring

APPLICATIONS

FEATURES & BENEFITS

SPECIFICATIONS

ORDERING DATA EXAMPLE:  DECCD118RGUSN

Model Size (L x W x H) Lamping

DECCD118RGUSN 10” x 10” x 4.25” 1-18W GU MAX
DECCD118RGUSN16 16” x 16” x 4.25” 1-18W GU MAX
DECCD218RGUSN 14” x 14” x 4.25” 2-18W GU MAX
DECCD218RSN 14” x 14” x 4.25” 2-18W 4P
DECCD226RSN 14” x 14” x 4.25” 2-26W 4P
DECCD318RGUSN24 24” x 24” x 4.25” 3-18W GU MAX
DECCD226RSN 17.75” x 17.75” x 4.25” 2-26W
DECCD318RGUSN 17.75” x 17.75” x 4.25” 3-18W GU MAX
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*Consult factory to inclulde lamps


